SPECIFICATIONS

Machine
Model

Max. worksheet size

Max. worksheet weight
Carriage (X-axis) travel
Laser head (Y-axis) travel
Laser head (Z-axis) travel

Max. cutting feedrate
(Xand Y axes)

Max. rapid feed

Positioning accuracy
Positioning repeatabiliiy
Table height

Work chute size (X x Y)

Power supply

Compressed air supply

Dimensions (W x D x H)

Weight

LC1292 0. 11
2540 x 1270 mm (100 x 50")

220 kg (485 Ib)
1270 mm (50")
1270 mm ‘(50")
300 mm (12")

20 m/min (66 fpm)

X: 40 m/min (131 fpm)
Y: 40 m/min (131 fpm)
Z: 20 m/min (66 fpm)

+0.01 mm/500 mm
+0.005 mm

820 mm (32")

550 x 1270 mm (22 x 50")

200V (+10%), AC,
50/60 Hz(£1 Hz), 3-phase,
10 kVA

0.95 MPa

(136 psi or 9.5 kgf/cm2),
1000 liters/min (35.4 ft3/min)
when using air as assist gas,
or 0.5 MPa /

(72 psi or 5 kgf/cm2),

250 liters/min (8.9 ft3/min)
when not using air as assist
gas

2240 x 3120 x 2275 mm
(88 x 123 x 90")

C-1500B laser oscillator
equipped machine :
4700kg (10362 Ib)
C-2000B laser oscillator
equipped machine :
4900kg (10803 Ib)

LC-2415 o II

5040 x 1550mm (198 x 61")
330 kg (728 Ib)

2520 mm (99")

1550 mm (61")

300 mm (12")

20 m/min (66 fpm)

X: 40 m/min (131 fpm)
Y: 40 m/min (131 fpm)

~ Z: 20 m/min (66 fpm)

+0.01 mm/500 mm
#0.005 mm

820 mm (32")

550 x 1550 mm (22 x 61")

200V (£10%), AC,
50/60 Hz (%1 Hz), 3-phase,
10 kVA

0.95 MPa

(136 psi or 9.5 kgf/cm2),
1000 liters/min (35.4 ft3/min)
when using air as assist gas,

or 0.5 MPa

(72 psi or 5 kgf/cm 2),

250 liters/min (8.9 ft3/min)
when not using air as assist
gas

2500 x 5654 x 2275mm
(98 x 223 x 90")

C-1500B laser oscillator
equipped machine ;
6100kg (13448 Ib)
C-2000B laser oscillator
equipped machine :
6300kg (13889 Ib)



